Sure-Response PROFESSIONAL BUSINESS GRADE
[Esinsar Youl TWO-WAY RADIOS

2 Watts 26 Channel Capacity *+ FCC Certified - UHF 450-470MHZ - Weight: 5.4 Ounces

Light Weight, Small Profile With Greater Coverage Capacity
Upgrade your communications with the SR-3 Two-Way Radio. Radio communication allows for
greater accessibility and efficient coordination in your staff, as well as decreased response times for your
resident's emergency needs.

Easy to Carry LCD Screen
Radio can be worn for convenience with included Channel, Volume, and other programmable feature
lanyard or belt clip. can be easily viewed from the display screen.

) ) Longer Battery Life
Flat-Rate Repair Service L With a 1200mAh rated Lithium-lon Battery, your
Ifa Ll needed after the warranty period, it will staff can operate the radios up to 12hours before
be repaired for $50.00. needing a charge.
One Year Warranty Busy Channel Lock-Out
Insures products are free of manufacturers defects. Ensures your calls will not be missed by preventing

transmission of voice while the radio is receiving
another signal.

CALL FORYOUR FREE T4-DAY
NO OBLIGATION RADIO TEST
Sure-Response | Carbondale, IL 62902

888-530-5668 | sales@sure-response.com
WWWw.sure-response.com




Sure-Response WE KNOW RADIOS

We Hear You!

OUR COMMITMENT TO YOU

TECHNICAL SPECIFICATION Sure-Response understands the rigors and

» 26 programmable radio channels challenges of the healthcare environment.

+« CTCSS/CDCSS tones
» 2-tone functionality

Our combined experience in both the LTC
and communication markets allow us to offer

« FM radio tuner (87-108MHKz range, 0.IMHz tuning) an affordable, light-weight two-way radio

« LED Flashlight
« ANl and DTMF Function

» Two programmable quick-function keys

* VOX headset compatibility

» Optional English Voice prompt

solution that is just right for your facility. The
SR-3 Radio improves communication among
staff which allows for quicker response times
to your resident’s needs.

+ 1750hz tone for repeater access
« Radio-to-radio wired cloning (with compatible cloning cable)

OPTIONAL ACCESSORIES INCLUDE

SSA31N
Six-Unit Gang Charger Charger Belt Clip Antenna

2

SSA3102 SSA3106 SSA3108

-

SSA3107
Battery

S

SSA3103
Wrist Strap

Dimensions/Weight

6.5"x23"x1.25" / 540z (with belt clip, antenna, and battery)

Frequency Range

UHF: 450-470 MHz

Channels

26 Channel Capacity

Battery and Power

1200 mAh Battery

Manufacturer

Sure-Response

Supplier Part Number

SSR3101
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